Better solutions in Spectroscopic analysis
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Visible Spectrophotometer

Meet our new face of Optizen 1412V,
Explore the differences and diversity from the others.
Very, high precision and resolution chemistry analyzer,
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Optizen 1412V is a visible spectrophotometer that measures absorbance

from 340nm to 1100nm by a holographic grating type monochromator,

Our noise reduction circuit has led very, stable signal process and free voltage system,

Light source of Optizen 1412V is tungsten—Halogen lamp for stable wavelength,

To create the best condition for stable measurement, we applied photodiode preamp gain control,
©PC Connect

Interact and control with your PC to get more various
measurment methods,

FEATURES

o Direct display of absorbance and concentration

Easy—to—see ABS/%T/CONC/Standard curve as {
built—in program, ABS/%T

Measure, display, and store data of absorbance and
¢ Diversity in applicable program Transmittance more than 50 data can be stored.

More than 100 applicable measuring methods can be
customized for your own,

O
¢ Built—in printer to record results: Option Concentration
Automatic quantitative analysis: using factor or
o Storage capacity : 100 test programmable standard curve,
o Cost—reduction for maintenance
No need to change filters, @
PC Connect
oLarge graphic LCD display window Control with your own PC by connecting RS—232C
128 x 64 dots matrix graphic LCD serial and centronics ports,
oEasy touch of button
Optizen 1412V has a user—friendly simple interface
that guides you through computations with
easy—to—see touch—button,
Up to 100 standards curves can be stored
and interactive under user—assigned file names .
for your research, Options
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